


LED Source: High power 1W LED's

View Angle: 120 degree

Fixture colors: Powder coated Bronze, or black

Certifications: UL & CUL Pending
Internal Driver: MEAN WELL brand, UL/CUL listed

LED Source: High brightness SMD

120 degree

Fixture colors: Powder coated Bronze, or black
IP Rating:
Warranty:
Certifications: UL & CUL Pending

MEAN WELL brand, UL/CUL listedInternal Driver:
Fixture info.: 8.5" L x 8.5" W x 11.4" H, 3.5 kg

Fixture Material: Die-cast aluminum + Prismatic lens

IP65

5 years

2,430 LM

Color Temp.: 3000-3500K /4000-4500K /6000-6500K

View Angle:

Spec.
Model No. GI-WP30W-1
Input Voltage: AC100-277V,  50/60 Hz
Power Consumption LED: 30W | Total: 35W
Luminous Flux:

Warranty: 5 years

Fixture info.: 17.8" L x 9.8" W x 13.0" H, 10.2 kg

Fixture Material: Die-cast aluminum + Prismatic lens

IP Rating: IP65

Luminous Flux: 11,000 LM

Color Temp.: 3000-3500K /4000-4500K /6000-6500K

Spec.
Model No. GI-WP120W
Input Voltage: AC100-277V,  50/60 Hz
Power Consumption: LED: 120W | Total: 130W



LED Source: High brightness SMD

View Angle: 120 degree

Fixture colors: Powder coated Bronze, or black

Certifications: UL & CUL Pending
Internal Driver: MEAN WELL brand, UL/CUL listed

LED Source: High brightness 1W LED‘s

120 degree

Fixture colors: Powder coated Bronze, or black
IP Rating:
Warranty:
Certifications: UL & CUL Pending

MEAN WELL brand, UL/CUL listed

IP65

5 years

Internal Driver:
Fixture info.:

IP65

Warranty: 5 years

Fixture info.: 13.2" L x 9.8" W x 7.9" H, 6.5 kg

Spec.
Model No. GI-WP30W-2
Input Voltage: AC100-277V,  50/60 Hz
Power Consumption: LED: 30W | Total: 35W
Luminous Flux: 2,430 LM

12.4" L x 12.4" W x 8.3 H, 5.7kg

Color Temp.: 3000-3500K /4000-4500K /6000-6500K

View Angle:
Fixture Material: Die-cast aluminum + Prismatic lens

Spec.
Model No. GI-CP60W
Input Voltage: AC100-277V,  50/60 Hz
Power Consumption LED: 60W | Total: 65W
Luminous Flux: 4,860 LM

fu rn reen I va L nopy Ligh ng Fixture Series

Color Temp.: 3000-3500K /4000-4500K /6000-6500K

Fixture Material: Die-cast aluminum + Prismatic lens

IP Rating:


