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Quantity per Carton(PCS

Net Weight(kg)

UL :AC120-277V // CE&ROHS:AC176-264V,   (available for AC347V)

Epistar(Tai Wan)  SMD  3528  Ultra Brightness
LED quantity(Pc)

LED Source

Input voltage(V)

Color temperature(K)

Carton Size (mm)

Life expectancy(h) 50,000-70,000

20' Container loading 
capacity(PCS)

G/W per Carton(KG)

40' Container loading 
capacity(PCS)

Warranty

9W

Three Years
UL file number E341041/E341042(Tracking website:www.ul.com)

Rendering index

Dimension(mm) L*W*H

Main material

15W 18W

cover：PC  fixture：AL
Average power 
consumption(W) 22W

Luminous flux(Lm)

WW(2700~3500K)/NW(3500~5000K)/DW(5000~7000K)

Product Characteristics



A B C D

MAX(MM) MAX(MM) MAX(MM) MAX(MM)

0.6M 588 598 605 28
0.9M 898 903 908 28
1.2M 1198 1208 1213 28
1.5MM 1498 1508 1513 28

  Range of tolerance:±2mm

Dimension

Product Dimensions

※  Operating voltage: AC120-277V 50/60Hz

※  Working environment: -20°C to 40°C

※ Suitability: for indoor application only.

※  Please do not hit or press it with heavy substance.

※ Please Handle and transport gently

※  Please do not touch and twist the tube while power is on.

※  Light warm is normal when power is on.

Attention:

※Our company will  maintain the right to either repair,parts replacing,or products exchange 
during the quality warranty period. 

1) These Lighting products adopt ultra brightness LED as the light source,the life reaches 80000 
hours,while the LED brightness degradation is influenced by many environmental conditions,such 
as surrounding temperature,adequate ventilation and air quantity, but also by other electrical 
design.
2) The normal work temperature is from -20C to 40C.If the products work beyond or below the 
conditon for a long time, the life expectancy will reduce.,under the extreme situation, the internal 
device will malfunction,so the lifespan of the light source depends on LED manufacturer’s data 
and the third party’s testing.

※Quality guarantee is based on storing, installing,operating and maintaining correctly in the 
normal operation condition. 

※It is not included in our maintaining range when installing  inappropriately, breaking the 
operating rules, and leading to the products damaging.

Product Usage

Quality Warranty

Safety Notes



(1).Power supply theory
Schematic wiring diagram: 

 ( )   p
 Step 1: Remove ballast and starter where applicable, and the corresponding wires 
including branch circuit wires and ballast wires. If existing lampholder terminals are 
shorted by a jumper (as in instant start circuit), then remove the jumper.
 Step 2:  According to the Schematic wiring diagram, connect the wire of L、N in 
AC120~277V with either lampholder at the end of fixture, then labeled the 
“Output、Input” (refer to the below picture), in order to identify the direction for 
installation.

Installing Guide for AC100-277V



Remove the traditional driver and put on the 347V specialized driver as the above picture i

After modification completes and then installs the retrofit LED Tube Lamp, then affix the 
Lamping Replacement Marking label to painted surface and base aluminum, located this 
where visible during relamping either on the ballast tray or retrofit.

Installing guide for AC347V
The schematic wiring diagram: 

Installing diagram:

AC120-277V Lamping Replacement Marking Label



Lumin Decay

Intensity of illumination:

LED Tube Compared with Traditional Tube

LED & Fluorescent Lighting Comparison
LAMP TYPE: T8 T5 LED

WATTS: 32 54 18
LIFE: 20,000 Hours 30,000 Hours 75,000 Hours

2-3 Years 2-3 Years 10-15 Years
MERCURY: YES YES NO
BALLAST: YES YES NO

MAINTENANCE: YES YES NO


	LED Tube Light

